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STRENGTHENED GLASS FIBRE MESH, WITH NON-STRETCH CHARACTERISTICS AND ANTI-ALKAL 
TREATMENT. OFFERING SIGNIFICANT ABSORPTION BY RENDER AND MORTARS TO AVOID SLIDING EFFECTS 
OF THE NET WITHIN THE MIX.  SUITABLE TO ABSORB STRESSES DUE TO SHRINKING OF THE MORTARS 
WHEN DRYING OUT, IMPROVING THE MECHANICAL CHARACTERISTICS OF PLASTER PRODUCTS.  SUITABLE 
FOR REINFORCING THE BASIC PLASTER LAYERS OF TERMOK8®  EXTERNAL INSULATION SYSTEMS. 
ARMATEX A1: ETAG 004/2000 Certified 
 
DIMENSIONS AND PERFORMANCE 
 

 
 ARMATEX A1 

Weight 160 g/ m2  5% 
 

Weight of raw material 140 g/m2  5% 
 

Combustible Matter Content (LOI) (%of mass, individual value, min.)                                                          10%  

  Square Dimensions   (mm/individual value, +/- 0.5mm)                                            3mm Warp 3.5mm Weft 
 

Stiffened  Product Average Thickness  (UNI 9311/3, mm/individual 
value) 
 
Roll length (m / individual value) 
 
Roll width (m / individual value) 

     0,5mm   
 
50m 
 
1m 
 

Colour range 

Fire Classification 

White 

                        A1  

  
 
INSTALLATION 
 
Lay the sheets of ARMATEX on the leveling mortar, Klebocem/Adefix (IVAS) - covering them in the mortar 
using a trowel or a spatula, ensuring to overlap the sheets with a minimum 10 cm and avoiding any 



possible formation of folds. After drying, if the mesh texture should be visible in some areas, a second 
coat of leveling mortar must be applied. 
 

YIELD: 1.10 m2 of mesh for 1 m2 of support (including the necessary overlaps) 
 
PACKAGING 

  
ARMATEX A1 rolls 1m high each; 50m long for a total area of 50 m2 – Average coil weight 8kg (±1) Ø Coil 
19-20cm 
 
N.B. This Technical Document is prepared to the best of our technical and scientific knowledge. 

It is non-binding and it does not imply responsibilities from ALIVA/IVAS as the conditions of use are not 
controllable by us. 
It is strongly recommended that suitability of the product for the specific case is always checked 
 


