
CollanƟ Glueflex Ultra Grigio 
 
High-performance, cement-based grey adhesive with no vertical slip and extended open time for Clay 
slip, ceramic tiles and stone profiles/ For indoor and outdoor use. 
 
DESCRIPTION 
 
High-performance, cement based adhesive with no vertical slip (less than 0.5mm) with extended open 
time specifically formulated to mechanically bond clay slips, ceramic tiles or stone profiles. 
 

 Alkali Resistance – Good 
 Solvent Resistance – Excellent/Good 
 Oil Resistance - Excellent/Good 
 Resistance to Vegetable Olis – Poor 

 
MAIN PROPERTIES 
 

 Excellent for Vertical Gluing 
 Excellent for Cement-Based waterproofing surfaces 

 
TECHNICAL DATA 

 
Classification UNI 8681 Improved (2) cement-based adhesive (C) resistant to slippage (T) and with extended 

open time (E). 
Maximum granulometry EN 1062 0.5mm 
Maximum application thickness 5mm in two coats 
Apparent bulk volume 1400 ± 50 g/l 
Bulk volume in paste 1550 ± 50 g/l 
pH 12 
Type of binder Cement-based (UNI 8681: TA) 
Solid content 100% 
Initial tensile traction EN 1348:2007 ≥ 2,5 N/mm² 
Tensile adhesion strength 
after thermal aging EN 
1348:2007 

≥ 2,5 N/mm² 

Tensile adhesion strength after 
water immersion EN 1348:2007 

≥ 1,2 N/mm² 

Tensile adhesion strength 
after freezing EN 1348:2007 

≥ 1,4 N/mm² 

Reaction to fire Class A1 
VOC Not covered by Directive 2004/42/CE 

 
 
 
 
 
 



CHARACTERISTICS 
 

Colour range Grey 
Coverage - Standard sizes 2.5-3.5 kg/m2 - Large formats 4.5-5 

kg/m2 
Mixing Ratio    with water - 6.25-6.75 Litres per 25Kg package 

Diluted with Water 
Open time EN 1346 30 min 
Pot-life of mixture Weather dependent 
Drying time 24-48 hours in ambient temperatures. At least 10 days before covering. Drying time 

depends greatly on environmental conditions. 
Overpaintable Compatibility with other products: compatible with all water-based products 

 
APPLICATION 
 
Substrates: 
 
Suitable for cement-based renders and plasters, cement lime mortars 
Suitable for gluing clay slips, ceramic tiles and stone profiles 
Do not apply on autoclaved cellular concrete, wood, metal, vinyl flooring, linoleum, rubber. 
 
Preparation of the Substrate: 
The substrates must be flat, provide good mechanical resistance and be free of friable areas, grease, 
wax and oils. Apply generally over Cement Based Renders and Plasters which are flat. 
 
Application Procedure: 
 
GLUEFLEX ULTRA GRIGIO with about 6.5 - 7 l of water. Mix with a low speed mixer, until the mixture is 
smooth and free of lumps. Let the mixture stand for about 5 – 7 minutes and then briefly remix before 
application. Apply GLUEFLEX ULTRA with a serrated trowel, first pressing it onto the substrate with the 
smooth side of the spatula. This operation not only ensures that all traces of dust are incorporated, it 
also makes the most of the adhesive open and adjustment time. Run the serrated edges vertically. Do 
not allow the adhesive to form a film and start to cure, should this occur it should be removed. Under 
normal temperature and humidity conditions, GLUEFLEX ULTRA open time is at least 30 minutes; 
unfavourable environmental conditions (beating sunlight, wind, high temperatures) can reduce the 
open time to just a few minutes, therefore care must be taken to sequaence works. 
Apply adhesive to the rear of the clay slips, ceramic tiles or stone profiles in a thin layer to ‘butter’ the 
surface. 
The slips/tiles/profiles must be applied exerting good pressure to ensure perfect embedment. Any 
coating adjustments must be performed within 60 minutes. 
 
Walkability (approx.) 
 
The joints between slips/tiles/profiles can be filled after 4-8 hours 
 



Type of Equipment: 
serrated trowel, mason's trowel, low speed mixer 
 
Notes: 
 
Do not apply on surfaces that are in direct sunlight, frozen or very hot. Do not apply when it is very windy 
or when there is fog or rain. The conditions must last at least 2 days after application. 
 
Ambient Conditions: 
 
min +5°C max +35°C 
 
STORAGE 
 

Packaging: 
 
25kg bags 
 
Duration and Preservation: 
1 year on a pallet and when stored in a dry place in undamaged packages at between 5 and 30°C.  
 
Dispose of in accordance with local regulations. 
For information on possible hazards, refer to the safety data sheet 
 


